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AGREEMENT 
 

CONCERNING THE ADOPTION OF UNIFORM TECHNICAL PRESCRIPTIONS 
FOR WHEELED VEHICLES, EQUIPMENT AND PARTS WHICH CAN BE FITTED 

AND/OR BE USED ON WHEELED VEHICLES AND THE CONDITIONS FOR 
RECIPROCAL RECOGNITION OF APPROVALS GRANTED ON THE BASIS OF 

THESE PRESCRIPTIONS ∗ / 
 

(Revision 2, including the amendments which entered into force on 16 October 1995) 
 

_________ 
 

 
Addendum 35:  Regulation No. 36 

 
Revision 2 - Amendment 4 

 
 

Supplement 10 to the 03 series of amendments - Date of entry into force:  13 November 2004 
 
 

UNIFORM PROVISIONS CONCERNING THE APPROVAL OF LARGE PASSENGER 
VEHICLES WITH REGARD TO THEIR GENERAL CONSTRUCTION 

 
 

_________ 
 
 

UNITED NATIONS 
 

                                                 
∗/ Former title of the Agreement: 
 
Agreement Concerning the Adoption of Uniform Conditions of Approval and Reciprocal Recognition of Approval for Motor 
Vehicle Equipment and Parts, done at Geneva on 20 March 1958. 
 
GE.04-24698 
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Paragraph 5.7.8.5.1., amend to read: 

 
"5.7.8.5.1. For a seat behind a partition or other rigid structure other than a seat, a minimum 

clear space in front of each passenger seat shall be provided as shown in 
annex 3, figure 8.  A partition whose contour corresponds approximately to that 
of the inclined seat back may intrude into this space as provided by 
paragraph 5.7.8.4." 

 
Insert a new paragraph 5.7.8.5.2., to read: 
 
"5.7.8.5.2. For a seat behind a seat and/or a seat facing the gangway, a minimum clear foot 

space of at least 300 mm depth and a width according to paragraph 5.7.8.1.1., 
shall be provided as shown in annex 3, figure 6b.  The local presence in this 
space of seat legs and of intrusions as provided by paragraph 5.7.8.6.2.3. shall 
be permitted provided that adequate space remains for the passengers' feet.  This 
foot space may partly be situated in and/or above the gangway but shall not 
create any obstruction when measuring the minimum gangway-width in 
accordance with paragraph 5.7.5." 

 
Paragraph 5.7.8.5.2., renumber as paragraph 5.7.8.5.3. 
 
Annex 3, 
 
Figure 6, renumber as Figure 6a. 
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Insert a new figure 6b, to read: 
 

"Figure 6b 
 

SPACE FOR SEATED PASSENGERS BEHIND A SEAT AND/ OR A SEAT FACING THE 
GANGWAY 

(see paragraph 5.7.8.5.2.) 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

" 
 
 
Figure 8, amend the title to read: 
 

"Figure 8 
 

SPACE FOR SEATED PASSENGERS BEHIND A PARTITION OR OTHER RIGID 
STRUCTURE OTHER THAN A SEAT 

(see paragraph 5.7.8.5.1)" 
 

 
__________ 

60 cm max 30 cm min 

 30 ° max 
– 8 ° min 

70 cm min 

15 cm max 

15 cm min 


